CONNECTING WONDERFUL LIFE WITH OPTIC-ELECTRIC NETWORK

10G SFP+ TDM / DWDM ER / ZR

Product Features

ot—pluggable SFP+ form factor
Jp to 11.3Gbps data rate
Duplex LC receptacle
Maximum link length of 40km / 80km on SMF
Aligned with IEEE 802.3ae
Single 3.3V power supply
Power consumption < 1.8W
Cooled DWDM EML / TDM EML transmitter and PIN / APD receiver
Case temperature range: 0~70C or —40~85C

RoHS compliance

pplications
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10GBASE-Z
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10G SONET / SDH
10G DWDM Network

Part Number D?éebgsa)te LD Type Rx Type Se(gsBiI’ELv)ity Temperature (C)
ZMKP—-155ERNXx | 10.3125 EML —4. [~+4 PIN —~16 0~70 /-40~85 40 1.7
Z/MKP-155ZRNx | 10.3125 EML —1~+4 APD —24 0~70 /-40~85 30 1.8
/MKP-CxxERNx| 10.3125 | DWDM —4 . T~+4 PIN 16 0~70 /-40~85 40 7
/MKP-CxxZRNx| 10.3125 | DWDM —1~+4 APD —24 0~70 /-40~85 30 1.8




