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FEATURES: TYPICAL APPLICATIONS:
e Lower ESR e UPS (Uninterruptable power supply)
e Wide temperature range (—40 to +65°C). ¢ Handheld devices
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SPECIFICATIONS:
ITEM PERFORMANCE CHARACTERISTICS
Category Temperature Range -40°C to +65°C
Rated Voltage Range 2.7V
Rated Capacitance Range 400F
Capacitance Tolerance -10% to +30%, 20°C
Stability at Low Temperature Capacitance(-40°C) / Capacitance(+20°C) x 100 270% ESR(-40°C) / ESR(+20°C) <4
The specifications listed at right shall be met when . s o . .
Loading Life the capacitors are restored to 20°C after the rated Capacitance Range | Within £30% of the initial capacitance value
voltage is applied for 1500 hours at 65°C. ESR 300% or less than the initial specified value
The specifications listed at right shall be met when Capacitance Range | Within +30% of the initial capacitance value
Shelf Life the capacitors are restored to 20°C after storing the
capacitors under no load for 1500 hours at 65°C. ESR 300% or less than the initial specified value
The specifications listed at right shall be met when R thin £30% of the initial K |
Humidity Endurance the capacitors are restored to 20°C after the rated Capacitance Range | Within +30% of the initial capacitance value
voltage is applied for 500 hours at 40°C 90%RH. ESR 300% or less than the initial specified value
Marking Printed with white color letter on blue sleeve.
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STANDARD RATINGS:
. Gravimetric Usable Impedance
Voltage | Capacitance Max. ESR(mQ) NRA":STI . Specific | Match Specific
v) (F) Specific Energy | Power Power Part Number
AC (1KHz) DC (g) (Wh/kg) (kw/kg) (kwW/kg)
2.7 400 2.5 3 70 5.7 4.1 8.6 UCZSL2R7407NSL350060E
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