IV-A Pro

Cumulative delivery®f over 100 units

Compact, portable, powerful,
small ROV with lightweight tool
and sensor carrying capability
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Water conservation Aquaculture Emergency
and hydropower Rescue

I
2

Underwater Transportation
Archaeology




OVERVIEW

The IV-A Prois a compact design that is easy to

carry, deploy, and use by 1-2 people. It is suitable for
underwater spotting in inland waters and near-shore
marine still-water environments. It has a maximum
operating depth of 300 meters and is equipped with four

TG series highOefficiency thrusters with a

PRODUCT FEATURE
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Compact and lightweight. : Full HD starlight level
easy to deploy and recover ! underwater camera system

to ensure excellent camera
quality underwater
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Most powerful ROVin the Clearly guiding operationin-
same size class | terface, easy for user

PRODUCT SPECIFICATION

maximum thrust of 17kg force, making it the most powerful
ROV in the same size class. It offers a maximum underwater
payload of 5.5kg and can carry small tools and sensors such
as a multibeam image sonar, a small robotic arm, an

auxiliary camera, an underwater positioning system, and an

altitude and range kit.
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Using the DeepinfarOdeveloped @ Wide range of optional
GCS/ROP LITE intelligent flight configurations
control system. 1
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Automatic functions for excel-
lent driving experience

Maximum depth 300m

Dimensions 755mmX514mmX422mm(Length X Width X Height)

Weight 35kg (Without Payload)

Maximum Payload 6kg (Underwater)

System Input Voltage Single phase 220VAC+10% 50/60HZz

System input Current 16A,*(Optional single phase 90-260VAC 50/60Hz 30A)

Number of Thruster 4

Thruster Force Forward 34kg, Lateral 10kg, Dive 17kg

Camera Systems 1x Starlight HD camera, resolution 1920*1080p, video 1080p/30fps, tilt head + 90°
Lighting Systems 2 high-brightness light sources for a total of 8,000 lumens of illumination

5 high-speed user expansion interfaces, can provide 24VDC, maximum 5A powersupply,

Expansion Interfaces

compatible with 2321485/CAN, compatible with Ethernet

Automatic orientation, automatic depth fixing, automatic attitude fixing, automaticheight

Auto Function

and distance fixing (optional range sensor required)




OPTIONAL EQUIPMENT AND ACCESSORIES

Integrated Control Dual Screen Control Single Screen Control Three-Screen Control

Box Box Box Box

Longer Cable Spools Control Handle Remote Control Module

Single Degree of Degree-of-freedom Three-degree-of-free-
Freedom Manipulator manipulator with dommanipulator
first-view camera
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Mechanical Scanning Sonar Multibeam Imaging Hydroacoustic Altimeter
Sonar Communication Systems

Laser Scale + Intelligent Inkjet tracer for Control Box Fixed Focus Camera
Measurement Software water conservancy with [lluminator



