Performer-M8

Micro ROV with full attitude control

Light and Agile

APPLICATION

Emergency rescue Water conservation Marine fisheries Scientific research
and hydropower
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OVERVIEW

The Performer-M8 is a superb microtool ROV with eight
vectorially arranged underwater thrusters that allow
precise control and movement in full attitude in three
dimensions. The Performer-M8 has a maximum working
depth of 150 meters and a maximum speed of 3.2 knots,
which makes it capable of working in most inland and
some inshore waters. The ROV has a 4k resolution

ultra-high resolution underwater camera on the front to

ensure more detailed images. customers.

PRODUCT FEATURE

N
Compact and lightweight. 4k Ultra High Definition
easy to deploy and recover Underwater Camera System,

SONY IMX6 Series Image Sensor
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Full attitude control and Deepinfar's second-generation
movement in three dimensions ROP LITE intelligent flight control

system, rich interface information,

comfortable interactive experience

PRODUCT SPECIFICATION

The Performer-M8 also offers some useful equipment, such
as a low-light underwater camera, a 10x optical zoom
underwater camera, a ranging sensor, an intelligent
measurement Kit, a single-function robotic arm, the M750D
multibeam imagery sonar, and water quality sensors to
ensure that it is capable of more work. Weighing only 17kg,
the Performer-M8 can be easily transported, deployed, and

operated by one person, making it very convenient for
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Automatic functions forexcellent

driving experience

Wide range of optional

configurations

Maximum depth

150m

Dimensions

520mm*425mm*320mm (length*width*height)

Weight

17kg (Without payload)

Maximum Payload

2kg (underwater)

System Input Voltage 220VAC 50/60Hz 16A
Number of Thruster 8
Forward Speed 3.2kn

Camera System

4k/30fps video, 8MP photos, 130 FOV, 0.001 Lux sensitivity

Lighting Systems

2 high brightness light sources, total 4000Lm

Expansion Interfaces

3 user expansion interfaces, compatible with 232/485/CAN, compatible with Ethernet

Auto Function

Automatic orientation, automatic depth fixing, automatic attitude fixing, automaticheight and

distance fixing (optional range sensor required)




INCLUDED EQUIPMENT LISTS

v/ M8 Main Body
4 Manual spool with T00m zerobu

v
PCU6 Handheld

v

Dr6 Lite Integrated Control Box

oyancy cable

@ ROP Lite control software
@ User Guide

| Accessories

OPTIONAL EQUIPMENT AND ACCESSORIES

@’ 10x optical zoom @Low light underwater @Longer distance manual @ Doppler rangefinder
underwater camera camera spools (up to 200m)

@’ Intelligent Measurement @ Dr6 integrated M750D Multibeam @ Multiparameter Water
Suite control box Imaging Sonar Quality Meters
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M Grabber (with different end-effectors)

M800-00A M600-01 M700-01 M800-01 M100-001




