Harmony Applicators with Slot Nozzles
Parts List

Customer Product Manual
Part 7593243_08
- English -
Issued 01/24

Nordson

NORDSON ENGINEERING GMBH ¢ LUNEBURG ¢ GERMANY



Order number
P/N = Order number for Nordson products

Notice
This is a Nordson Corporation publication which is protected by copyright. Original copyright date 2021.
No part of this document may be photocopied, reproduced, or translated to another language without the prior
written consent of Nordson Corporation. The information contained in this publication is subject to change
without notice.

© 2024 All rights reserved.
- Original document -

Trademarks

4800 INTEGRA, AccudJet, AeroCharge, Allegro, Apogee, AquaGuard, Artiste, Asymtek, Automove, Autotech, Avex, Baitgun, BKG, Blue Box, BM-32, BM-58,
BM-63, Bowtie, Build-A-Part, Canvas, CanWorks, Century, CF, CleanSleeve, CleanSpray, Color-on-Demand, ColorMax, Connections to Life, Conexis, Contour,
Control Coat, Coolwave, Cross-Cut, CrystallCut, Dage, Dial-A-Dose, Dima, DispensedJet, DispenseMate, DuraBlue, DuraDrum, Durafiber, DuraPail,
Dura-Screen, Durasystem, Easy Coat, Easymelt, Easymove Plus, Ecodry, Econo-Coat, EDI, e.dot, EFD, Eliminator, Encore, Equatherm, ESP, e-stylized,
ETI-stylized, Excel 2000, Fibrijet, Fillmaster, FlexiCoat, Flexi-Spray, Flex-O-Coat, FlexTRAK, Flow Sentry, Fluidmove, FoamMelt, FoamMelt-stylized, FoamMix,
F.R. Gross, Freedom, Fulfill, Genius, GreenUV, HDLV, Heli-flow, Helix, Hot Shot, iControl, iDry, iFlow, IntelliJet, Isocoil, Isocore, Iso-Flo, iTRAX, JR, KB30,
Kinetix, KISS, Lean Cell, Little Squirt, LogiComm, Magnastatic, March, Matrix, MatriX, Maverick, Measuring the Invisible, MEG, Meltex, MicroCoat, MicroMark,
Micromedics, Micro-Meter, MicroSet, Microshot, Millenium, MiniBlue, Mini Squirt, Moist-Cure, Mountaingate, MultiScan, NexJet, No-Drip, Nordson,
Nordson-stylized, Nordson and Arc, nXheat, NYT Vision, OptiMix, Optima, Optimum, Package of Values, Paragon, PatternView, PermaFlo, PICO, PicoPulse,
Plasmod, PluraFoam, Poly-Check, Polymer Solution Casting, Porous Coat, Posi-Dose, PowderGrid, Powderware, Precisecoat, PRIMARC, Printplus, Prism,
ProBlue, ProBlue Liberty, Prodigy, Pro-Flo, Program-A-Bead, Program-A-Shot, Program-A-Stream, Program-A-Swirl, ProLink, Pro-Meter, Pro-Stream, Pulsar,
Quantum, Ratio-Pak, RBX, ReadySet, Rhino, Saturn, Saturnwithrings, Scoreguard, SC5, S.design stylized, Seal Sentry, Sealant
Equipment & Engineering, Inc., SEE and design, See-Flow, Select Charge, Select Coat, Select Cure, Servo-Flo, Shot-A-Matic, Signature, Signature-stylized,
Slautterback, Smart-Coat, Smart-Gun, Solder Plus, Spectrum, Speed-Coat, Spirex, Spraymelt, Spray Squirt, StediFlo, Stratablend, Super Squirt, SureBead,
Sure Clean, Sure Coat, Sure-Max, SureWrap, Symphony, Tela-Therm, Tip-Seal, Tracking Plus, TRAK, Trends, Tribomatic, Trilogy, TrueBlue, TrueCoat,
Tubesetter, Turbo, Ultra, UniScan, UpTime, U-TAH, Value Plastics, Vantage, Vention Medical, Vention Medical Advancing Your Innovation For Health, Veritec,
VersaBlue, Versa-Coat, VersaDrum, VersaPail, Versa-Screen, Versa-Spray, VP stylized, Walcom, Watermark, When you expect more., X-Plane, Xaloy,
Xaloy-stylized, YesTech, 2 Rings (design) are registered Trademarks - ® - of Nordson Corporation.

Accubar, Active Nozzle, Advanced Plasma Systems, AeroDeck, AeroWash, AirShield, AltaBlue, AltaSlot, Alta Spray, AquaCure, ATS, Auto-Flo, Autoflex,
AutoScan, Axiom, Best Choice, BetterBook, BetterDispensing, Blue Series, Bravura, CanNeck, CanPro, Celero, Chameleon, Champion, Check Mate,
ClassicBlue, Classic IX, Clean Coat, Cobalt, Concert, ContourCoat, Controlled Fiberization, Control Weave, CPX, cScan+, cSelect, Cyclo-Kinetic, DispensLink,
DropCure, Dry Cure, DuraBraid, DuraCoat, DuraPUR, e.dot+, E-Nordson, Easy Clean, EasyOn, EasyPW, Eclipse, EcoBead, EdgeControl, Emerald, Equalizer,
Equi=Bead, Exchange Plus, ExoSPHERE, FasTRAK, Fill[Easy, Fill Sentry, FlexSeam, FlexVIA, Flow Coat, Fluxplus, Forte, G-Net, G-Site, Get Green With Blue,
Gluie, Helios, Horizon, Ink-Dot, Inspire, iON, Iso-Flex, iTrend, JetStream, KVLP, Lacquer Cure, LightTite, Loadermove Touch, Maxima, MaxVIA, MegaVIA, Mesa,
MesoSPHERE, MicroDot, MicroFin, MicroMax, MicroSpray, Mikros, MiniEdge, Minimeter, MiniPUR, ModVIA, MonoCure, Multifil, MultiScan, Myritex, Nano,
OmniScan, OptiStroke, Optix, Origin, OsteoPrecision, Partnership+Plus, PatternJet, PatternPro, PCIl, Pharmalok, PicoDot, PicoTouch, Pinnacle, PluraMix,
Powder Pilot, Powder Port, Powercure, Process Sentry, Progeny, ProVIA, Pulse Spray, PURBIue, PUReOne, PURJet, PurTech, Qadence, Quad Cure,
Ready Coat, RediCoat, RollVIA, Royal Blue, Select Series, Sensomatic, Shaftshield, SheetAire, Smart, Smartfil, Smart Tune, SolidBlue, Spectral, Spectronic,
SpeedKing, SPHERE, Spray Works, StediTherm, StratoSPHERE, StrokeControl, Summit, Sure Brand, SureFoam, Sure Mix, SureSeal, Swirl Coat, TAH,
Tempus, ThruCoat, ThruCure, ThruWave, TinyCure, Trade Plus, Trio, TruFlow, Ultraflex, Ultra FoamMix, UltraMax, Ultrasaver, Ultrasmart, Unity, UNITYMotion,
Universal, ValueMate, Versa, VersaPUR, VIA, Viper, Vista, Vortik, VP Quick Fit, VP Quick-Fit stylized, WaferLock, Waterplume, Web Cure, 781Mini, 787Mini are
Trademarks - @ - of Nordson Corporation.

Designations and trademarks stated in this document may be brands that, when used by third parties for their own
purposes, could lead to violation of the owners' right.

O http://www.nordson.com/en/global-directory

P/N 7593243_08 © 2024 Nordson Corporation



Table of Contents |

Table of Contents

Product Configuration .......... ... . . i 1
Explanation of Applicator Configuration Code Positions . . ...... 2
Explanation of Slot Nozzle and Shimplate Configuration
Code Positions ... i 3
How to Use lllustrated Parts List . . .......................... 4
Assembly OVervVIEW . ... ..ot 5
Version Single Module Applicator ........................ 5
Version Multi Module Single Hydraulic .................... 6
Version Multi Module Multi Hydraulic ..................... 7
Body Single Module Applicator .............. ... ... ..., 8
Body Multi Module Single Hydraulic Applicator ............. 9
Body Multi Module Multi Hydraulic Applicator .............. 10
SlotNozzle ...... ... 12
Filterparts ... ... 13
Hydraulic Distribution Plate Parts . ....................... 14
Cordset ... 15
M-Style CordsetsParts ............. ... ... i, 16
Single-Module 70mm wide Harmony Applicator
Heating Cordset — M-Style PT100-Based 475W Parts .. .. 16
Single-Module 40mm wide Harmony Applicator
Heating Cordset — M-Style PT100-Based 250W Parts ... ... 18
Multi-Module Harmony Slot Applicator
Heating Cordset — M-Style PT100-Based High-Power Parts . . 20
Multi-Module Harmony Slot Applicator Heating
Cordset — M-Style PT100-Based Low-Power Parts ......... 21
T-StyleCordsetsParts ........... ... .. i, 22
Single-Module 70mm wide Harmony Applicator
Heating Cordset — T-Style Ni120-Based 475W Parts ..... 22
Single-Module 40mm wide Harmony Applicator
Heating Cordset — T-Style Ni120-Based 250W Parts ........ 24
Multi-Module Harmony Slot Applicator
Heating Cordset — T-Style Ni120-Based High-Power Parts . . . 26
Multi-Module Harmony Slot Applicator
Heating Cordset — T-Style Ni120-Based Low-Power Parts ... 27
ControlModules . ... ... 28
Premium Control Module Assembly .................... 28
Intermittent Control Module Assembly .................. 29
Continuous Control Module Assembly .................. 30
Continuous Control Module with Air Adapter Assembly Parts . 31
Blind Control Module Assembly and Air Banjo Screw Plug . .. 32
Kit Control Part-Screws AirCap .. ..., 33
Kit Blanking Plug Premium Module ....................... 33
AlrBar ... 34
Dedicated-Solenoid AirBar ............... ... .. ... 34
Shared-Solenoid AirBar . ............ ... oL 35
Hose Connection Fittings ............ ... ..ot 36
Legacy Mounting Adapter Parts 40mm Slot................ 37
Legacy Mounting Adapter Parts 70mm Slot . ............... 38
Applicator TechnicalData . ............. ... ..., 39
Torque Specifications ..., 41
Pressure SENSOrs . ....... .. 41
Connecting PatternControl ............. .. ... ... ....... 42

© 2024 Nordson Corporation P/N 7593243_08



] Table of Contents

Adapter (M8-M12) . ... .
Extension cable (M12-openend) .....................
Adapter (M8-STASS) ...
OptiStroke SensorParts .......... ... oo,
Splitter and Adapter Cables...M-Style PT100-Based Cordsets
Extension Cables — M-Style PT100-Based Cordsets ........
Splitter Cables — T-Style Ni120-Based Cordsets . ...........
Extension Cables — T-Style Ni120 - Based Cordsets ........
Technical Data — M-Style Cordsets .........................
Technical Data — M-Style Cordsets .......................
Wiring Diagrams . ... ..o
Heating Cordset Pin Positions — M-Style PT100-Based ...
Splitter Cables — M-Style PT100-Based Cordsets ........
Extension Cables — M-Style PT100-Based Cordsets . ... ..
Technical Data—-T-StyleCordsets .............. ...,
Electrical Specifications ........... .. ... . il
Wiringdiagrams ......... .
Heating Cordset Pin Positions — T-Style Ni120-Based .. ..
Splitter Cables — T-Style Ni120-Based Cordsets .........
Extension Cables — T-Style Ni120-Based Cordsets .......
Optional ACCESSOrES .. ...t
Pressure Regulators/Gauges . ..............ccoviiiiinnn..
Insulating Jackets .......... ... . .
Recommended General Spare Parts and Supplies ............
Recommended General SpareParts .....................
Recommended General Supplies ........................

P/N 7593243_08

© 2024 Nordson Corporation



Product Configuration

The configuration code and the table indicate the components and parts of
this product that are configurable. The codes are also used to identify the
spare parts.

The example applicator configuration code shown in Figure 1 represents 1
single-module Harmony Series slot applicator that has the following:

* Slot applicator (HYC)

® Single-module manifold (040)

* One control module (01)

® Continuous control module type (C)

* Control modules spacing for single-module (XXX.X)
* PT100 Platinum RTD (P)

* Low power cordsets (8)

* Threaded filter (T)

HY | C | - |040 | - | Of - 1 X X X - | XXXX |/ P8 T | X | X | X |X

1-2 | 3 | 4 |57 |8 |910 | 11 | 12 | 13 | 14 | 15 |16 | 17-21 | 22 |23 |24 | 25 | 26 | 27 | 28 | 29

Applicator Identification Control Module Spacing Options
Fig1 Applicator configuration code positions

The example slot nozzle configuration code shown in Figure 1 represents 2
Harmony Series slot nozzle that has the following:

® Slotnozzle (HYN)

® Single-module manifold (070)
* One control module (01)

* |ntermittent control module type (l)
* Max. coating width (XXX.X)

* Material property (S)

® Slot nozzle inlet radius (L)

® Slot nozzle end design (S)

® Shimplate thickness (1)

* Pattern type (F)

® Channel design (F)

® Slot nozzle cutoff-style (l)

HY [N| - (070 |- 01 | - | I | X | X | X | - [ XXXX|/|S|L|S|1T|F|F|]Il|[X

1-2 |3 | 4 |57 |8 |9-10 | 11 12 13 14 15 16 | 17-21 |22 |23 |24 |25 |26 |27 |28 |29 | 30

Slot Nozzle Identificaion Max. Coating Width Options

Fig2 Slot nozzle / Shim plate configuration code positions

© 2024 Nordson Corporation P/N 7593243_08



Explanation of Applicator Configuration Code Positions

Code Position(s) Description Values
1-2 Product Identification HY = Harmony
3 Application Type C = Slot Applic?tor , .
S = Spray Applicator (w/ process air heating)
4 Field Separator -
5-7 Manifold Length, mm ### (040 to 600)
8 Field Separator -
9-10 Number of Control Modules #i# (01 to 22)
11 Field Separator -
12 Control Module Type HS #1 2 = PREMIUM
13 Control Module Type HS #2 1 =INTERMITTENT
14 Control Module Type HS #3 C = CONTINUOUS
15 Control Module Type HS #4 X = Hydraulic section (HS) not present
16 Field Separator -
025.0 to 050.0 = Even spacing (Spray)
1721 Control Module Spacing Value, 025.0 to 150.0 = Even spacing (Slot)
mm ###.# = Uneven spacing
XXX.X = Single module
22 Field Separator /
23 Temp Sensor Type N = Ni120 Nick.el RTD
P =PT100 Platinum RTD
) F = Fewest possible # cordsets
24 Electrical Zones
8 = Low power cordsets (all zones <=1000W)
25 Filter Type ')I;z'll\'lt:)r::ded Filter Type (Default)
26 Reserved Future Use (Reserved)
27 Reserved Future Use (Reserved)
28 Reserved Future Use (Reserved)
29 Reserved Future Use (Reserved)

NOTE: Available configurations are subject to change. Download the latest .NET front end configurator from
RevBase or contact you Nordson representative for the most current configuration choices.

NOTE: PREMIUM Control Module Type is Optistroke compatible.
NOTE: Control Module Spacing Value can range from 25.0 to 150.0mm in increments of 0.1mm.

P/N 7593243_08
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Explanation of Slot Nozzle and Shimplate Configuration
Code Positions

Code Position(s) Description Values
1-2 Product Identification HY = Harmony
) N = Nozzle
3 Slot Nozzle / Shimplate P = Shimplate
4 Field Separator -
5-7 Slot Nozzle / Shimplate Length, ### (040, 070, 100 to 600)
mm
8 Field Separator -
9-10 Number of Control Modules ## (01 to 22)
11 Field Separator -
12 Application Type HS #1 1 =INTERMITTENT
13 Application Type HS #2 C = CONTINUOUS
14 Application Type HS #3 X = Not present
15 Application Type HS #4
16 Field Separator -
17-21 Max. Coating Width, mm ###.# (1.0 t0 595.0)
22 Field Separator /
) S = Standard
23 Material Property R = Abr. Prot
24 Slot Nozzle Inlet Radius, mm L = Large (R30)
S = Small (R12)

S = Sharp Edge

25 Slot Nozzle End Design R = Radius (R2)
1=0.15
) ) 2=0.20
26 Shimplate Thickness, mm 32030
4=0.40
F = Full Coverage
27 Pattern Type G = Pattern w/ Gaps
C = Comb Pattern
28 Channel Design F = Failure Detection (One channel per module)
U = Uptime Support (One channel per hydraulic zone)
29 Slot Nozzle Cutoff-style | = Sharp Cut-off Edge
C = Long Landing Zone / Ironing Edge
30 Reserved Future Use (Reserved)

NOTE: Available configurations are subject to change. Download the latest .NET front end configurator from
RevBase or contact you Nordson representative for the most current configuration choices.

NOTE: Max. Coating Width can range from 1.0 to 595.0mm in increments of 0.1mm.
NOTE: Application Type is predefined in the applicator reference configuration.
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How to Use lllustrated Parts List

The parts lists in this section are divided into the following columns:

Item— Identifies parts that can be obtained from Nordson.

P/N — Nordson part number for each spare part shown in the illustration.
A row of hyphens in the column Part (- - - - - ) indicates that this part can
not be ordered separately.

Description— This column contains the name of the part and, when
appropriate, its dimensions and other properties. The points in the
column Description show the relationship between assemblies,
subassemblies and single parts.

Quantity— The quantity needed per unit, assembly or subassembly. The
abbreviation AR (as required) is used when this item is a bulk item or
when the quantity per assembly depends on the product version or
model. A [w] behind the quantity indicates a wear part.

P/N 7593243_08
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Assembly Overview

Version Single Module Applicator

1-2

(2]

4 | 57

8 |9-10 | 11 | 12 | 13 | 14 | 15

16

17-21 | 22

23

24

25

26

27

28 | 29

HY

040

01 - 1 X X X

XXXX |/

P

8

T

X

X

D Box12=C,20r10r070,Box23= PorN,Box25=T or X

Fig3
Item Part Description Note Quantity Box | Code
1 Cordset Ni120 page 15 1 23 N
Cordset Pt100 P
2 Filter page 13 1 25 T
X
3 Body page 8 1
4 Coating nozzle page 12 1
5 Control Module HY Continous complete page 30 1 12 C
Control Module HY Premium complete page 28 2
Control Module HY intermitent complete page 29 1
6 466435 PLUG-TYPE THREAD-IN 1
FTG.-W-D06-M5-TURN

© 2024 Nordson Corporation
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Version Multi Module Single Hydraulic

12 | 3 | 4 |57 |8 (910 | 11 [ 12 | 13 | 14 | 15 |16 | 17-21 |22 |23 |24 |25 | 26 | 27 | 28 | 29
HY | C | - |225| - | 03 - 2 X X X - 10370 |/ | P |8 |T | X|X|X|X
[] Box12=C,20R1,Box 12=PorN, Box24 = F or 8, Box 25 = T or X
S :
5
2
4
Fig4

Item Part Description Note Quantity | Box | Code

1 - Cordset Ni120 page 15 AR 23 N

- Cordset Pt100 P

High power electrical zone AR 24 F

Low power electrical zone 8

2 - Filter page 13 1 25 T

X

3 - Body page 9 1
4 - Coating nozzle Page 12 1

5 Control Module HY Continous complete page 30 AR 12 C

Control Module HY Premium complete page 28 2

Control Module HY intermitent complete page 29 1

P/N 7593243_08
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Version Multi Module Multi Hydraulic

P

22 |23 |24 |25 |26 |27 | 28 | 29

/

17-21
025.0

16

15

14

13

12

11

03

5-7 | 8 |9-10

225

4

3

1-2
HY

TorX

=For8, Box 25 =

C,20r1,Box12=PorN, Box 24

[] Box 1215

Fig5

Code

C

0X
3

B

2

24

25

12-15

Quantity

AR

-22

2

AR

Note
page 15

page 13

page 10

page 12

page 30

page 28

page 29

Description

Cordset Ni120

Cordset Pt100

High power electrical zone

Low power electrical zone

Filter

Body

Coating nozzle

Control Module HY Continous complete
Control Module HY Premium complete

Control Module HY intermitent complete

Part

Item

P/N 7593243_08

© 2024 Nordson Corporation



Body Single Module Applicator

Fig6
Item Part Description Note Quantity Box | Code
1 7747007 Mounting hardware 1
2 Hose connection page 36 1
3 Filter page 13 1
4 Cordset page 15 1
5 7747041 Heating cartridge 1
6 Coating nozzle page 12 1
7 7596055 | Clamping piece 1
8 Premium Control Module Assembly page 28 1
Control Module Intermittent Assembly page 29 1
Continuous Control Module Assembly page 30 1
9 Pressue sensor plug 1
10 Drain valve plug 1
11 Drain valve 1

P/N 7593243_08 © 2024 Nordson Corporation



Body Multi Module Single Hydraulic Applicator

Fig7
Item Part Description Note Quantity Box | Code
1 7597238 Mounting hardware 2
2 Hose connection See page 36 AR
3 Cordset See page 15 1
4 7747041 Heating cartridge AR
5 Filter See page 13 1
6 Coating nozzle See page 12 1
7 7596055 | Clamping piece AR
8 Premium Control Module Assembly See page 28 AR
Control Module Intermittent Assembly See page 29 AR
Continuous Control Module Assembly See page 30 AR
9 7561622 Porcelain terminal 2pole 4,0mm? AR
10 Eye bolt AR
11 Pressure sensor plug AR
12 Drain valve plug 1
13 Drain valve 1
14 Filter plug 1
15 Backpack, Cordset 1

© 2024 Nordson Corporation
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Body Multi Module Multi Hydraulic Applicator

Fig8
Item Part Description Note Quantity Box | Code
1 7597238 Mounting hardware 2
2 Hose connection page 36 AR
3 Filter page 13 1
4 Cordset page 15 1
5 7747041 Heating cartridge AR
6 Coaing nozzle page 12 1
7 7596055 | Clamping piece AR
8 Premium Control Module Assembly See page 28 AR
Control Module Intermittent Assembly See page 29 AR
Continuous Control Module Assembly See page 30 AR
9 7561622 Porcelain terminal 2pole 4,0mm? AR
10 Eye bolt AR
11 Pressure sensor plug AR
12 Drain valve AR
13 Hydraulic distribution plate AR
14 Backpack, Cordset AR

P/N 7593243_08 © 2024 Nordson Corporation
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Slot Nozzle

Box29=C Box29=1

Box23=R
& ‘
Box24=S8 E

Vb VY

Box23=S =
L
Box 24 = L
=
o) O‘I lO (]
Box25=S
=
(-] oUo o
Box25=R
Fig9
Item Part Description Quantity Box Code
- Coating nozzle 1[w]
1 401853 Quad-ring TM, 8.2x1.78 AR
2 --- - Mouthpiece adapter 1 [w] 23 S,R
3 ID Shim plate 1 [w] 26 1,2,8,4
4 .- Mouthpiece 1 [w] 23 S,R
5 .- Allan head cap screw M4x12 AR
6 ---- Parallel pin, D5m6x24 DIN6325-D AR
7 ---- Parallel pin, D4m6x24 DIN6325-D AR

AR: As Required
ID: ID on part
[w]: IWear part

P/N 7593243_08 © 2024 Nordson Corporation
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Filter parts

The mesh size is engraved
at the end of the filter

screen
2
Fig10 Filter parts
Item Part Description Note Quantity
1 7596071 FILTER BUNG THREADFILTER M20X2 1
2 418645 O-RING 13X2 VITON
3 7581030 FILTER SLEEVE HY MWO0.08 L=50 M12X1 A D 2
7581031 FILTER SLEEVE HY MWO0.08 L=100 M12X1 AE
7581032 FILTER SLEEVE HY MWO0.08 L=150 M12X1 A F
7581033 FILTER SLEEVE HY MWO0.1 L=50 M12X1 B,D
7581034 FILTER SLEEVE HY MWO0.1 L=100 M12X1 B, E
7581035 FILTER SLEEVE HY MWO0.1 L=150 M12X1 B, F 1
7581036 FILTER SLEEVE HY MWO0.2 L=50 M12X1 C,D
7581037 FILTER SLEEVE HY MWO0.2 L=100 M12X1 C,E
7581038 FILTER SLEEVE HY MWO0.2 L=150 M12X1 C,F
LUBRICANT, O-RING AR

Recommended for 0.15 mm thick shimplate
NOTE B: Recommended for 0.20 mm thick shimplate
NOTE C: Recommended for 0.30 and 0.40 mm thick shimplate

NOTE D: For all Single Module Applicators and all Multi Module Multi Hydraulic Applicators and Multi
Module Single Hydraulic Applicators with Manifold Length <<150 mm (Box 5 - 7 <{150).

NOTE E: For all Multi Module Single Hydraulic Applicators with Manifold Length >150 mm and << 375 mm
(Box 5-7>150 and < 375).

NOTE F: For all Multi Module Single Hydraulic Applicators> 375 mm (Box 5 - 7 > 375).
AR: As Required

© 2024 Nordson Corporation P/N 7593243_08
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Hydraulic Distribution Plate Parts

2
Fig11
Item Part Description Quantity Note

L HYDRAULIC DISTRIBUTION PLATE ASSEMBLY -

1 | == ¢ HYDRAULIC DISTRIBUTION PLATE 1

2 401853 ¢ QUADRING™ 8, 2X1, 78 AR A

I e ALLEN HEAD CAP SCREW M4X20/12.9 DIN912 AR

4 | - e SCREW PLUG G1/8 W/O-RING 2
Recommended spare part
AR: As Required

P/N 7593243_08 © 2024 Nordson Corporation
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Cordset
Description Note Box Code
CORDSET KO/MI/0,650/NI1120/LP/ HY MM See page 27 09-10 > 01
23 N
24 8
CORDSET KO/MI/0,650/PT100/LP/ HY MM See page 21 09-10 > 01
23 P
24 8
CORDSET KO/MI/0,650/PT100/HP/ HY MM See page 20 09-10 > 01
23 P
24 F
CORDSET KO/MI/0,650/N1120/HP/ HY MM See page 26 09-10 > 01
23 N
24 F
CORDSET KO/MI/0,650/N1120/250W/ HY SM See page 24 09-10 01
23 N
24 8
CORDSET KO/MI/0,650/N1120/475W/ HY SM See page 22 09-10 01
23 N
24 F
CORDSET KO/MI/0,650/PT100/250W/ HY SM See page 18 09-10 01
23 P
24 8
CORDSET KO/MI/0,650/PT100/475W/ HY SM See page 16 09-10 01
23 P
24 F

© 2024 Nordson Corporation
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M-Style Cordsets Parts

Single-Module 70mm wide Harmony Applicator Heating
Cordset - M-Style PT100-Based 475W Parts

13,14,15

Fig12 Single-Module 70mm wide Harmony Applicator Heating Cordset — M-Style PT100-Based 475W Parts

P/N 7593243_08 © 2024 Nordson Corporation
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Item Part

Description

Quantity

Note

CORDSET KO/MI/0,650/PT100/475W/ HY SM

A B

—_

SLEEVE HOUSING HAN7D 8-POLE 10A M20

1

PLUG INSERT HAN7D KWU 8-POLE 10A

1

REDUCING RING POLYAMIDM20X1,5/M16X1,5

CONDUIT L650 M12X1,5/M16X1,5 ROTARY

END CONNECTION CLEAR 1,0-3,0QMM,UL

THERMOSTAT 200°C +/-5K, 230V UL

HEATER CARTRIDGE 1/2"x3,5" 230V-475W

WIRE CLAMP BLANK ,M4 0,5-1,0QMM 500°C

Ol o (N[O ~|W DN

LOCK NUT METAL METRIC M12x1,5

—
o

ELECTRIC COVER HY 52x39,5x2

1

v 5 T —

TEMPERATURE SENSOR PT100 L=1M

1

12 |

PTFE-CAB.0,75QMM GN/YE TO +250°C/300V UL

1050 MM

yF< T —

CONTACT PIN 1,00QMM CRIMP SILVER

14 |

CONTACT PIN 0,75QMM CRIMP SILVER

1= T —

CONTACT PIN 0,14-0,37QMM PLATED GOLD

16 |

TEXTILE GLASS HOSE 7MM UL

Recommended spare part.
NOTE B: .For replacement order KIT SVC 6082587.

© 2024 Nordson Corporation
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Single-Module 40mm wide Harmony Applicator Heating Cordset -
M-Style PT100-Based 250W Parts

18

13,14,15

Single-module 40mm wide Harmony Applicator heating cordset — M-style PT100-based 250W

Fig13

© 2024 Nordson Corporation
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Item Part

Description

Quantity

Note

CORDSET KO/MI/0,650/PT100/250W/ HY SM

A B

—_

SLEEVE HOUSING HAN7D 8-POLE 10A M20

1

PLUG INSERT HAN7D KWU 8-POLE 10A

1

REDUCING RING POLYAMIDM20X1,5/M16X1,5

CONDUIT L650 M12X1,5/M16X1,5 ROTARY

END CONNECTION CLEAR 1,0-3,0QMM,UL

THERMOSTAT 200°C +/-5K, 230V UL

HEATER CARTRIDGE 1/2"X3,5" 230V-250W

WIRE CLAMP BLANK ,M4 0,5-1,0QMM 500°C

Ol o (N[O ~|W DN

LOCK NUT METAL METRIC M12x1,5

—
o

ELECTRIC COVER HY 52x39,5x2

1

v 5 T —

TEMPERATURE SENSOR PT100 L=1M

1

12 |

PTFE-CAB.0,75QMM GN/YE TO +250°C/300V UL

1000 MM

yF< T —

CONTACT PIN 1,00QMM CRIMP SILVER

14 |

CONTACT PIN 0,75QMM CRIMP SILVER

1= T —

CONTACT PIN 0,14-0,37QMM PLATED GOLD

16 |

TEXTILE GLASS HOSE 7MM UL

Recommended spare part.
NOTE B: .For replacement order KIT SVC 6092586.

© 2024 Nordson Corporation
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Multi-Module Harmony Slot Applicator Heating Cordset — M-Style
PT100-Based High-Power Parts

Fig14

Multi-module Harmony applicator cordset — M-Style PT100-based high-power parts

i1

AL

| -
)

i
\

Item

Description

Quantity

Note

CORDSET KO/MI/0,650/PT100/HP/ HY MM

A'B

—_

SLEEVE HOUSING HAN7D 8-POLE 10A M20

1

REDUCING RING POLYAMIDM20X1,5/M16X1,5

PLUG INSERT HAN Q5 5POL 16A

—_

CONTACT PIN 0,75QMM CRIMP SILVER

CONTACT PIN 0,14-0,37QMM PLATED GOLD

NN

CONDUIT,METAL L650 M12/M16 NORDSON

1

THERMOSTAT 200°C +/-5K, 230V UL

1

TEMPERATURE SENSOR PT100 L=1M

1

|| N[O || WOW|N

PTFE-CAB.0,75QMM BLACK TO +250°C/300V UL

1000 MM

-
o

PTFE-CAB.0,75QMM GN/YE TO +250°C/300VUL

850 MM

11

WIRE END,BRIGHT 0,75QMM L=6MM

1

12

WIRE CLAMP BLANK ,M4 0,5-1,0QMM 500°C

1

Recommended spare part.
NOTE B: .For replacement order KIT SVC 6082583.

P/N 7593243_08
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Multi-Module Harmony Slot Applicator Heating Cordset — M-Style
PT100-Based Low-Power Parts

6,7,10, 11

1,2,3

Fig15 Multi-module Harmony applicator cordset — M-Style PT100-based low-power parts

Item Part Description Quantity Note
e CORDSET KO/MI/0,650/PT100/LP/ HY MM - A, B
1 | - ¢ PLUG INSERT HAN7D KWU 8-POLE 10A 1
2 e SLEEVE HOUSING HAN7D 8-POLE 10A M20 1
3 | - * REDUCING RING POLYAMIDM20X1,5/M16X1,5 1
4 | e e« CONDUIT,METAL L650 M12/M16 NORDSON 1
S [— ¢ WIRE CLAMP BLANK ,M4 0,5-1,0QMM 500°C 1
6 | - ¢ CONTACT PIN 0,75QMM CRIMP SILVER 3
/28 R— ¢« CONTACT PIN 0,14-0,37QMM PLATED GOLD 2
8 | e THERMOSTAT 200°C +/-5K, 230V UL 1
9 | e TEMPERATURE SENSOR PT100 L=1M 1
10 | - e PTFE-CAB.0,75QMM BLACK TO +250°C/300V UL 1050 MM
11 | - e PTFE-CAB.0,75QMM GN/YE TO +250°C/300V UL 850 MM
Recommended spare part.
NOTE B: .For replacement order KIT SVC 6082582.
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T-Style Cordsets Parts

Single-Module 70mm wide Harmony Applicator Heating
Cordset - T-Style Ni120-Based 475W Parts

13, 14,15

1,2,3,5,16

Fig16 Single-module 70mm wide Harmony applicator heating cordset — T-style Ni120-based 475W

P/N 7593243_08 © 2024 Nordson Corporation
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Item Part Description Quantity Note
. CORDSET KO/MI/0,650/NI120/475W/ HY SM - A, B
S IR  SLEEVE HOUSING M16X1,5 1
2 | « CONNECTOR,6-PIN,ENHANCED CLIP 1
< S — + O-RING,BUNAN,.7521D,.063 W 1
4 | « CONDUIT L650 M12X1,5/M16X1,5 ROTARY 1
5 | e « END CONNECTION CLEAR 1,0-3,0QMM,UL 1
I R— « THERMOSTAT 200°C +/-5K, 230V UL 1
7 | « HEATER CARTRIDGE 1/2"X3,5" 230V-475W 1
S E— + WIRE CLAMP BLANK ,M4 0,5-1,0QMM 500°C 1
< E— + LOCK NUT METAL METRIC M12X1,5 1
10 | e + ELECTRIC COVER HY 52X39,5X2 1
s I — « RTD,TEMP SENSOR 1/4X1.25NICKEL 1
12 | e « PTFE-CAB.0,75QMM GN/YE TO +250°C/300VUL 1050 mm
18 | e + CRIMP CONTACT PIN GOLD 0,5-1,5QMM 2
14 « CRIMP CONTACT GOLD 0,2-0,56QMM 2
15 « BLIND RIVET,PLASTIC BLACK 1
16 + SCR,FLT,SELF TAP,4-40X .312,BL 2
17  TEXTILE GLASS HOSE 7MM UL 1

Recommended spare part.
NOTE B: .For replacement order KIT SVC 6082585.

© 2024 Nordson Corporation
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Single-Module 40mm wide Harmony Applicator Heating Cordset -
T-Style Ni120-Based 250W Parts

13, 14,15

1,2,3,5,16

Fig17 Single-module 40mm wide Harmony applicator heating cordset — T-style Ni120-based 250W
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Item Part Description Quantity Note
. CORDSET KO/MI/0,650/NI120/250W/ HY SM - A, B
S IR  SLEEVE HOUSING M16X1,5 1
2 | « CONNECTOR,6-PIN,ENHANCED CLIP 1
< S — + O-RING,BUNAN,.7521D,.063 W 1
4 | « CONDUIT L650 M12X1,5/M16X1,5 ROTARY 1
5 | e « END CONNECTION CLEAR 1,0-3,0QMM,UL 1
I R— « THERMOSTAT 200°C +/-5K, 230V UL 1
7 | « HEATER CARTRIDGE 1/2"X3,5" 230V-250W 1
S E— + WIRE CLAMP BLANK ,M4 0,5-1,0QMM 500°C 1
< E— + LOCK NUT METAL METRIC M12X1,5 1
10 | e + ELECTRIC COVER HY 52X39,5X2 1
s I — « RTD,TEMP SENSOR 1/4X1.25NICKEL 1
12 | e « PTFE-CAB.0,75QMM GN/YE TO +250°C/300VUL 1000 mm
18 | e + CRIMP CONTACT PIN GOLD 0,5-1,5QMM 2
14 « CRIMP CONTACT GOLD 0,2-0,56QMM 2
15 « BLIND RIVET,PLASTIC BLACK 1
16 + SCR,FLT,SELF TAP,4-40X .312,BL 2
17  TEXTILE GLASS HOSE 7MM UL 1

Recommended spare part.
NOTE B: For replacement order KIT SVC 6082584.

© 2024 Nordson Corporation
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Multi-Module Harmony Slot Applicator Heating Cordset — T-Style
Ni120-Based High-Power Parts

8 11 7

Fig18 Multi-module Harmony applicator heating cordset — T-style Ni120-based high-power parts

Item Part Description Quantity Note
- CORDSET KO/MI/0,650/NI120/HP/ HY MM - A, B
1 | - ¢ PLUG INSERT HAN7D KWU 8-POLE 10A 1
2 | e e SLEEVE HOUSING HAN7D 8-POLE 10A M20 1
3 | - * REDUCING RING POLYAMIDM20X1,5/M16X1,5 1
4 | e« CONTACT PIN 0,75QMM CRIMP SILVER 3
5 | - ¢« CONTACT PIN 0,14-0,37QMM PLATED GOLD 2
6 | - e CONDUIT,METAL L650 M12/M16 NORDSON 1
7 | - ¢ THERMOSTAT 200°C +/-5K, 230V UL 1
8 | - e RTD,TEMP SENSOR 1/4X1.25NICKEL 1
9 | - e PTFE-CAB.0,75QMM BLACK TO +250°C/300V UL 1000 MM
10 | - e PTFE-CAB.0,75QMM GN/YE TO +250°C/300VUL 850 MM
M1 | ¢ WIRE CLAMP BLANK ,M4 0,5-1,0QMM 500°C 1
Recommended spare part.
NOTE B: For replacement order KIT SVC 6082588.
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Multi-Module Harmony Slot Applicator Heating Cordset — T-Style

Ni120-Based Low-Power Parts

=1
Ezjw
6,7,12,13 210
x
1,3,4,5 § ﬁ
< ®
K
Fig19 Multi-module Harmony applicator heating cordset — T-style Ni120-based low-power parts
Item Part Description Quantity Note
- CORDSET KO/MI/0,650/NI1120/LP/ HY MM - A, B
1 | - ¢ CONNECTOR,6-PIN,ENHANCED CLIP 1
2 | - + CONDUIT,METAL L650 M12/FITTING NORDSON 1
3 | - ¢ ORING,BUNA N,.752 ID,.063 W 1
4 | e SCR,FLT,SELF TAP,4-40X .312,BL 2
5 | - * SCR,PAN,4-40 X .312,SL,BL 1
6 | - « CRIMP CONTACT PIN GOLD 0,5-1,5QMM 3
7 - « CRIMP CONTACT GOLD 0,2-0,56QMM 2
9 | * WIRE CLAMP BLANK ,M4 0,5-1,0QMM 500°C 1
10 | - « THERMOSTAT 200°C +/-5K, 230V UL 1
2 I + RTD,TEMP SENSOR 1/4X1.25NICKEL 1
12 | e PTFE-CAB.0,75QMM BLACK TO +250°C/300V UL 1000 MM
13 | « PTFE-CAB.0,75QMM GN/YE TO +250°C/300VUL 850 MM
Recommended spare part.
NOTE B: For replacement order KIT SVC 6082581.

© 2024 Nordson Corporation
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Control Modules

Premium Control Module Assembly

Fig20

Item Part Description Quantity Note
S ASSEMBLY, CONTROL MODULE PREMIUM - A
1 | e« ASSEMBLY, SOLENOID HSI 1 B
2 | - e o SILENCER, M5 WITH SLOT 4
3 | - ¢ « O-RING, 3X1 VITON 2
4 | - ¢ CONTROL MODULE, HSI PREMIUM HY 1 C
5 | - e « SCREW, M5 CAPTIVE 2 C,D,F
6 | - e o PLUG, BLIND HSI OPTISTROKE 1 C,G
7 | - e « SCREW, QUICKCHANGE OPTISTROKE 1
8 | - e « SCREW, QUICKCHANGE SOLENOID 1 C,F
9 | - e « CLAMP, QUICKCHANGE SOLENOID 1
10 | - ¢ « O-RING, 4x1 VITON 2 E, F
11 | ¢ « O-RING, 16x1.5 VITON 1 E
12 | ¢ « O-RING, 9x1.5 VITON 1
13 | - e « Washer Harmony PTFE 1

For replacement order 6082208, KIT, MODULE HY PREMIUM - CPL. W/VALVE.

NOTE B: For replacement order 6082210, KIT, MODULE HY PREMIUM - ONLY VALVE.

NOTE C: For replacement order 6082209, KIT, MODULE HY PREMIUM - ONLY MODULE.

NOTE D: Maximum torque when screwing in = 3.4 Nm.

NOTE E: For replacement order 6082217, KIT, MODULE HY OUTER SEALING.

NOTE F: For replacement order 6082763, KIT CONTROL PART-SCREWS AIR CAP. See page 33.

NOTE G: For replacement order 6082762, KIT BLANKING PLUG PREMIUM MODULE. See page 33.

P/N 7593243_08
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Intermittent Control Module Assembly

Fig21

Item Part Description Quantity Note
N — Assembly, Control Module Intermittent - A

1 | e » Assembly,solenoid Intermittent HSI 1 B
2 | e o SILENCER, M5 WITH SLOT 4

3 | « « O-RING, 3X1 VITON 2 B F
4 | - e CONTROL MODULE INTERMITTENT 1 C

[ — « « SCREW, M5 CAPTIVE 2 C,D,F
(- T — « « SCREW, QUICKCHANGE SOLENOID 1 C.F
7 | - e ¢« CLAMP, QUICKCHANGE SOLENOID 1

8 | « « O-RING, 4X1 VITON 2 E,F
9 | « « O-RING, 16X1.5 VITON 1 E
10 | e « « O-RING, 9X1.5 VITON 1

1 | * » Washer Harmony PTFE 1

For replacement order 6082211, KIT, MODULE HY INTERMITTENT- CPL. W/VALVE.

NOTE B: For replacement order 6082213, KIT, MODULE HY INTERMITTENT - ONLY VALVE.
NOTE C: For replacement order 6082212, KIT, MODULE HY INTERMITTENT - ONLY MODULE.
NOTE D: Maximum torque when screwing in = 3.4 Nm.

NOTE E: For replacement order 6082217, KIT, MODULE HY OUTER SEALING.

NOTE F: For replacement order 6082763, KIT CONTROL PART-SCREWS AIR CAP. See page 33.

© 2024 Nordson Corporation P/N 7593243_08
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Continuous Control Module Assembly

Fig22

Item Part Description Quantity Note
- e CONTROL MODULE CONTINUOUS COMPLETE WITH SOLENOID A
1 | e ASSEMBLY, SOLENOID CONTINUOUS 1 B

2 256795 e ¢« O-RING, 5X1 VITON 1

3 | - ¢ CONTROL MODULE CONTINUOUS W/OSOLENOID 1 C

4 | - e « SCREW, M5 CAPTIVE 2 C,DF
5 | - e « SCREW, QUICKCHANGE SOLENOID 1 C,F
6 | - e « CLAMP, QUICKCHANGE SOLENOID 1

7 | - e ¢« O-RING, 4X1 VITON 2 E,F
8 | - ¢ ¢« O-RING, 16X1.5 VITON 1 E

9 | - ¢ ¢« O-RING, 9X1.5 VITON 1

0 | - e « Washer Harmony PTFE 1

11 7575880 e « Block isolator cont. 1

For replacement order 6082214, KIT, MODULE HY CONTINUOUS - CPL. W/VALVE.
Nordson recommends to oder a new complete contro module.

NOTE B: For replacement order 6082216, KIT, MODULE HY CONTINUOUS - ONLY VALVE
NOTE C: For replacement order 6082215, KIT, MODULE HY CONTINUOUS - ONLY MODULE.
NOTE D: Maximum torque when screwing in = 3.4 Nm.

NOTE E: For replacement order 6082217, KIT, MODULE HY OUTER SEALING.

NOTE F: For replacement order 6082763, KIT CONTROL PART-SCREWS AIR CAP. See page 33.

P/N 7593243_08 © 2024 Nordson Corporation
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Continuous Control Module with Air Adapter Assembly Parts

SEENOTE A

Fig23 Continuous control module with air adapter parts
Note: Continuous module with air adapter to be used with air bar for continuous multi-module actuation.

Item Part Description Quantity Note
- 7085047 AIR ADAPTER MULTI CONTINUOUS MODULECPL -
1 | - ¢ AIR ADAPTER MULTI CONTINUOUSMODULE 1
2 | - ¢ O-RING 5X1 VITON 1

Maximum installation torque = 1.7 Nm (15 in-Ib).

© 2024 Nordson Corporation P/N 7593243_08




32

Blind Control Module Assembly and Air Banjo Screw Plug

2
1
5
>
s
4

Fig24 Blind control module assembly parts and air banjo screw plug

Item Part Description Quantity Note

- 7085050 | BLIND MODULE HARMONY .
------ ¢ BLIND MODULE BASIC BODY HARMONY
------  SCREW CAPTIVE HY M5

------ ¢ O-RING 9X1,5 VITON

------ ¢ O-RING 16X1,5 VITON

S — ¢ O-RING 4X1 VITON

AW N =

N = = NN =
o W w >

NOTE A: Maximum installation torque = 3,4 Nm (30 in-Ib).
NOTE B: For replacement order 6082217, KIT, MODULE HY OUTER SEALING

Note: When replacing a module on a multi-module Harmony applicator, an air banjo screw plug is required if an air bar is
used for module-actuation.

Item Part Description Quantity Note

6 7085049 Blind plug M5 female 1 C
NOTE C: Maximum installation torque = 1.7 Nm (15 in-Ib)

P/N 7593243_08 © 2024 Nordson Corporation
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Kit Control Part-Screws Air Cap

Item Part Description Quantity Note
- 6082763 -
R « SCREW CAPTIVE HY M5 2 A
I E— « SCREW QE SOLENOID HY M4 1
3 | « O-RING 4X1 VITON 2
4 | e « CLAMP QE SOLENOID HY 1
5 | e « FLAT HEAD SCREW M3X10 TORX 2
NOTE A: Maximum installation torque = 3,4 Nm (30 in-Ib).
Kit Blanking Plug Premium Module
Item Part Description Quantity
- 6082762 .
[ « BLIND PLUG OPTISTROKE WITH O RING 1
...... « « BLIND PLUG OPTISTROKE 1
...... « « O-RING 3X1 VITON 1
...... « « O-RING 3,5X1 VITON 1
- S E— « SCREW QUICKCHANGE OPTISTROKE 1

© 2024 Nordson Corporation
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Air Bar

Dedicated-Solenoid Air Bar

Fig25
Item Part Description Quantity Note
1 | - AIR MANIFOLD HY-145 5x C/C25 AR
2 7575978 BANJO SCREW M5 AIR BAR AR A
3 7085026 O-RING 8X1.5 FKM SHORE 55 AR
4 252034 O-RING 4X1 VITON AR
5 466561 PLUG-TYPE THREAD-IN FTG.-G-D08-G1/8-0000 AR

Maximum installation torque = 1.7 Nm (15 in-Ib).
AR: As Required

P/N 7593243_08 © 2024 Nordson Corporation
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Shared-Solenoid Air Bar

5
3
Fig26 Dedicated-solenoid module air bar parts
Item Part Description Quantity Note
1 | - SOLENOID COMMON AIR CONTINUOUS CPL. AR A
o AIR MANIFOLD HY-145 5X C/C25 1SOL AR
3 7575978 | BANJO SCREW M5 AIR BAR AR B
4 7085026 | O-RING 8X1.5 FKM SHORE 55 AR
5 252034 O-RING 4X1 VITON AR
6 466435 PLUG-TYPE THREAD-IN FTG.-W-D06-M5-TURN 1
7 7085069 | ADAPTER COMMON AIR VENTIL CONTINUOUS 1
8 204211 Silencer 1
9 | - AIR ADAPTER MULTI CONTINUOUSMODULE AR C
10 | - CONTROL MODULE CONTINUOUS W/O SOLENOID D

NOTE A: For replacement order 6082216, KIT, MODULE HY CONTINUOUS - ONLY VALVE

NOTE B: Maximum installation torque = 1.7 Nm (15 in-Ib).

NOTE C: Air adapter is not included in control module. For replacement order 7085047.
NOTE D: For replacement order 6082215, KIT, MODULE HY CONTINUOUS - ONLY MODULE
AR: As Required

© 2024 Nordson Corporation
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Hose Connection Fittings

Part Description Quantity Box | Code
972647 HOSE CONNECT.FTG,A9/16UNF-A9/16UNF 45° AR All
405477 HOSE CONNECT.FTG.A3/4UNF-A9/16UNF 45°L51
972628 HOSE CONNECT.FTG.A9/16UNF-A9/16UNF
860587 HOSE CONNECT.FTG.A3/4UNF-A9/16UNF

P/N 7593243_08
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Legacy Mounting Adapter Parts 40mm Slot

Fig27 Legacy mounting adapter parts

Item Part Description Quantity Note

- | 7747062 | BRACKET HY F. 1MODULE-APPL. DL40 CPL

------ « MOUNTING PLATE HY 90DEG. F. APPL DL40
...... « HEXAGON NUT M8 DIN934 SST

...... « WASHER D8,4 DIN125 TYPE B SST

------ « HEXAGON HEAD SCREW M8 X 60 DIN933 8.8 VZ

AW N =

N A~ O =

© 2024 Nordson Corporation P/N 7593243_08
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Legacy Mounting Adapter Parts 70mm Slot

Fig28 Legacy mounting adapter parts

Item Part Description Quantity Note

1128788 BRACKET HY F. 1IMODULE-APPL. DL70 CPL -
------ ¢ MOUNTING PLATE HY 90DEG. F. APPL DL70
------ ¢« HEXAGON NUT M8 DIN934 SST
------ « WASHER D8,4 DIN125 TYPE B SST
------ ¢ HEXAGON HEAD SCREW M8 X 60 DIN933 8.8 VZ

AW N =

N A~ O =

P/N 7593243_08 © 2024 Nordson Corporation
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Applicator Technical Data

The table on the next page provides specifications for an applicator with
Harmony controlmodules.

Refer to applicator specific documentation for details specific to your
applicator:

applicator dimensions

cordset style

number and orientation of filters
number of control modules

type and number of solenoid valves

© 2024 Nordson Corporation
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Item

Specification

Operating temperature

60-190°C (140-374°F)

Working hydraulic pressure

13.8-55.2 bar (200-800 psi)

Maximum hydraulic pressure

89.6 bar (1300 psi)

Maximum hydraulic flow (per module)

Intermittent pattern:

¢ 185 g/min at 10,000 cps
Continuous pattern:

¢ 340 g/min at 10,000 cps

Module-actuating air pressure

4 bar (58 psi) minimum
5-6 bar (73-88 psi) recommended

Pattern air flow per nozzle

0.07 - 2.0 scfm (2.1 — 60 NI/min)

Adhesive pattern capability

Premium: High-speed intermittent pattern
Intermittent: Mid-speed intermittent pattern
Continuous: Continuous pattern

Harmony control module maximum 60 C (140 °F)
ambient temperature
Solenoid valve supply voltage Premium:

e Pin 1: Trigger signal 3 - 30 V (current draw < 50 mA)
¢ Pin 3: Ground
* Pin4:21.6-26.4VDC
Intermittent and Continuous:
e Pin1:21.6-26.4VDC
¢ Pin 3: Ground
¢ Pin 4: Not Assigned

Solenoid power requirement

Premium:

e Peakcurrent: 1.9 A

¢ Peak current duration: 4 ms

¢ Holding current: 0.9 A
Intermittent:

e Peakcurrent: 1,1 A

¢ Peak current duration: 3.5 ms

¢ Holding current: 0.5 A
Continuous:

e 3W

Solenoid valve maximum operating
temperature

80 °C (176 °F)

Supply air quality

The quality of the compressed air must be at least class 2 as
stipulated by ISO 8573-1. This means:

e Maximum particle size 1um

o Maximum particle density 1 mg/m3

¢ Maximum pressure dew point -40°C

« Maximum oil concentration 0.1 mg/m3

NOTE: For additional information on the capabilities of modules and nozzles, contact your Nordson representative.

P/N 7593243_08
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Torque Specifications

Item

Torque Specification

Control module mounting screws

3.4 Nm (30 in-Ib)

Nozzle retaining clamp screw

3.9 Nm (35 in-Ib)

Air banjo screw

1.7 Nm (15 in-lb)

Quickchange solenoid screw

1.7 Nm (15 in-Ib)

M10 pressure sensor

10-15 Nm (89-133 in-lb) —-recom-
mended

25 Nm (221 in-Ib) — maximum

Pressure Sensors

= o s i 1 [ Y

Fig29

Note: Refer to the Pressure Sensors with Metric Thread manual for more information.

Part Description Note
7085114 PRESSURE SENSOR 100BAR 4-20MA M10 A
7085115 PRESSURE SENSOR 100BAR 0-10V M10 A
7085116 PRESSURE SENSOR 100BAR CAN M10 A

NOTE A: Recommended installation torque = 10-15 Nm (89-133 in-Ib).

© 2024 Nordson Corporation
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Connecting Pattern Control

NOTE: When using cable lengths different than those listed below, make
sure that voltage and current match the values specified in the Electrical Data

in the applicator manual.

Adapter (M8 - M12)

Part Description Note
7867004 CORD SET AD/ST/0,3/M12/M8 LED AB
7867006 CORD SET AD/ST/3/M12/M8 LED AB
7867003 CORD SET AD/ST/0,3/M12/M8 90° LED AB
7867005 CORD SET AD/ST/3/M12/M8 90° LED A, B

NOTE A: Includes LED indication.
NOTE B: Not compatible with Control Module HY Premium.
Extension cable (M12 - open end)

Part Description Note
7867008 CORD SET AN/ST/10/M12/- A
7867009 CORD SET AN/ST/20/M12/- A

NOTE A: Not compatible with Control Module HY Premium.

P/N 7593243_08
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Adapter (M8 - STASS)

= XOOCOOK | { 2000000 | ‘{Ejl @H L Hﬂﬂm 8
Part Description Note
7570096 CORD SET AD/ST/0,3/STAS2/M8 LED AB
NOTE A: Includes LED indication.
NOTE B: Not compatible with Control Module HY Premium.
- Mererer |
[ T IE oo o} {fools B Ml
Part Description Note
7867228 CORD SET AD/ST/0,3/STAS2/M8 90° LED AB

NOTE A: Includes LED indication.
NOTE B: Not compatible with Control Module HY Premium.

© 2024 Nordson Corporation
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OptiStroke Sensor Parts

Sensor
Fig30
Item Part Description
1 7085031 SENSOR QUICK CHANGE OPTICAL CABLES =1 M
2 7085032 SENSOR QUICK CHANGE OPTICAL CABLES =2 M
3 7085033 SENSOR QUICK CHANGE OPTICAL CABLES =3 M
4 7085034 SENSOR QUICK CHANGE OPTICAL CABLES =4 M
5 7085035 SENSOR QUICK CHANGE OPTICAL CABLES =5M

P/N 7593243_08 © 2024 Nordson Corporation
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Splitter and Adapter Cables...M-Style PT100-Based Cordsets

See Figure 31. These splitter and adapter cables can be used to connect the
cordsets on hoses and applicators to the electrical receptacles on the melter.
In most cases, extension cables will be needed.

Fig31 M-style splitter and adapter cables for multi-module single-hydraulic Harmony spray applicator
Item Part Description Note
1 7747330 | SPLITTER CABLE, M-STYLE, 2 ADHESIVE MANIFOLDCORDSETS, Low Power
0.3M, LP
2 7597354 | SPLITTER CABLE, M-STYLE, 2 ADHESIVE MANIFOLDCORDSETS, High Power
0.3M, HP
3 7747446 | SPLITTER CABLE, M-STYLE, 2 HOSE CORDSETS, 0.3M

© 2024 Nordson Corporation
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Extension Cables - M-Style PT100-Based Cordsets

Fig32 M-style hose cordset extension cable

Fig33 M-style low-power adhesive manifold cordset extension cable

Fig34 M-style high-power adhesive manifold cordset extension cable

P/N 7593243_08 © 2024 Nordson Corporation



47

Extension Cables - M-Style PT100-Based Cordsets (contd.)

See Figures 32, 33 and 34. These extension cablescan be used to connect
adapter and splitter cables and/or hose and heating cordsets to the electrical

receptacles on the melter.

Part Description Note
7598297 EXTENSION CABLE, M-STYLE, HOSE CORDSETS, 4 M (13 FT)
7598298 EXTENSION CABLE, M-STYLE, HOSE CORDSETS, 10 M (33 FT)
7598299 EXTENSION CABLE, M-STYLE, HOSE CORDSETS, 12 M (39 FT)
7598299 EXTENSION CABLE, M-STYLE, HOSE CORDSETS, 15 M (49 FT)
1070738 EXTENSION CABLE, M-STYLE, ADHESIVE MANIFOLD CORDSETS, 6 M (20 FT), LP Low Power
1070740 EXTENSION CABLE, M-STYLE, ADHESIVE MANIFOLD CORDSETS, 10 M (33 FT), LP
1070742 EXTENSION CABLE, M-STYLE, ADHESIVE MANIFOLD CORDSETS, 15 M (49 FT), LP
1070743 XTENSION CABLE, M-STYLE, ADHESIVE MANIFOLD CORDSETS, 20 M (66 FT), LP
1070744 EXTENSION CABLE, M-STYLE, ADHESIVE MANIFOLD CORDSETS, 25 M (82 FT), LP
1107380 EXTENSION CABLE, M-STYLE, ADHESIVE MANIFOLD CORDSETS, 30 M (98 FT), LP
1100571 EXTENSION CABLE, M-STYLE, ADHESIVE MANIFOLD CORDSETS, 35 M (115 FT), LP
7597346 EXTENSION CABLE, M-STYLE, ADHESIVE MANIFOLD CORDSETS, 5 M (16 FT), HP
7597347 EXTENSION CABLE, M-STYLE, ADHESIVE MANIFOLD CORDSETS, 10 M (33 FT), HP | High Power
7597348 EXTENSION CABLE, M-STYLE, ADHESIVE MANIFOLD CORDSETS, 15 M (49 FT), HP

© 2024 Nordson Corporation
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Splitter Cables - T-Style Ni120-Based Cordsets

Fig35 T-style splitter cables for multi-module single-hydraulic Harmony spray applicator — T-style Ni120-based

T-Style Ni120-Based Cordsets See Figure 35. These splitter cables can be
used to connect hose and applicator cordsets to the electrical receptacles on
the melter. In most cases, extension cables will be needed.

Item Part Description Note
1 310893 SPLITTER CABLE, T-STYLE, 2 HOSE CORDSETS, 12 IN High Power

2 109333 SPLITTER CABLE, T-STYLE, 1 HOSE CORDSET AND 1HIGH-POWER
APPLICATOR CORDSET, 12IN

3 116998 SPLITTER CABLE, T-STYLE, 2 LOW-POWER Low Power
APPLICATORCORDSETS, 12 IN

4 113543 SPLITTER CABLE, T-STYLE, 2 LOW-POWER
APPLICATOREXTENSION CABLES, 12 1IN

P/N 7593243_08 © 2024 Nordson Corporation
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Extension Cables - T-Style Ni120 - Based Cordsets
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Fig36 T-style hose cordset extension cable
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Fig37 T-style low-power applicator cordset extension cable
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Fig38 T-style high-power applicator cordset extension cable
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Extension Cables — T-Style Ni120 - Based Cordsets (contd.)

See Figures 36, 37 and 38. These extension cables can be used to connect
splitter cables and/or hose and applicator cordsets to the electrical
receptacles on the melter.

Part Description Note

115579 EXTENSION CABLE, T-STYLE, HOSE CORDSET, 5.49 M (18 FT)
115580 EXTENSION CABLE, T-STYLE, HOSE CORDSET, 7.32 M (24 FT)
115581 EXTENSION CABLE, T-STYLE, HOSE CORDSET, 9.14 M (30 FT)
152812 EXTENSION CABLE, T-STYLE, HOSE CORDSET, 12.19 M (40 FT)
149958 EXTENSION CABLE, T-STYLE, HOSE CORDSET, 15.24 M (50 FT)

1123793 EXTENSION CABLE, T-STYLE, LOW-POWER APPL CORDSET, 6 M (20 FT)
1123795 EXTENSION CABLE, T-STYLE, LOW-POWER APPL CORDSET, 12 M (39 FT)

1123798 | EXTENSION CABLE, T-STYLE, LOW-POWER APPL CORDSET, 20 M (66 FT) Low Power
1123799 | EXTENSION CABLE, T-STYLE, LOW-POWER APPL CORDSET, 25 M (82 FT)
1123764 | EXTENSION CABLE, T-STYLE, HIGH-POWER APPL CORDSET, 6 M (20 FT)
1123766 | EXTENSION CABLE, T-STYLE, HIGH-POWER APPL CORDSET, 10 M (33 FT
1123768 | EXTENSION CABLE, T-STYLE, HIGH-POWER APPL CORDSET, 15 M (49 FT High Power

1123769 EXTENSION CABLE, T-STYLE, HIGH-POWER APPL CORDSET, 20 M (66 FT
1123770 EXTENSION CABLE, T-STYLE, HIGH-POWER APPL CORDSET, 25 M (82 FT

~ |~ |~ |~
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Technical Data — M-Style Cordsets

Technical Data - M-Style Cordsets

Refer to the identification plate on the applicator for voltage and wattage
information. For the location of the identification plate on your applicator,
refer to your applicator-specific documentation for details regarding your
applicator.

Wiring Diagrams

These wiring diagrams are provided for your reference as needed during
troubleshooting activities. Refer to your applicator-specific documentation for
details regarding your applicator.

NOTE: The term “sensor” as used in these diagrams refers to the RTD.

Heating Cordset Pin Positions — M-Style PT100-Based

GROUND

G

R
—
N

HEATER
HEATER

K R
\-b (.O/\I\)

I~ N

SENSOR
SENSOR

[~ Y
\N/ /\01/

Fig39 M-style PT100-based low-power pin positions
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Fig40 M-style PT100-based high-power pin positions
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Fig41 M-style low-power splitter cable (two heating cordsets) wiring diagram

Splitter Cables — M-Style PT100-Based Cordsets

Applicator Control Zone

Sensor

-

Hose Control Zone
A

Heater
Sensor

Fig42 M-style low-power adapter cable (one heating cordset) wiring diagram
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Splitter Cables — M-Style PT100-Based Cordsets (contd.)
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Fig43 M-style high-power splitter cable (two heating cordsets) wiring diagram
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Fig44 M-style high-power adapter cable (one heating cordset) wiring diagram
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Splitter Cables — M-Style PT100-Based Cordsets (contd.)
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Fig45 M-style splitter cable (two hose cordsets) wiring diagram
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Extension Cables — M-Style PT100-Based Cordsets

Ground

n

Sensor ‘

Fig46

M-style low-power heating cordset extension cable wiring diagram
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Fig47

Fig48s

M-style high-power adhesive manifold heating cordset extension cable wiring diagram

|

C Al Hose phase (heater) Al Q
C A2 Hose ground (heater) A2 ) »
C A3 Applicator phase (heater) A3 /ﬁ
I _A4l Applicator ground (heater) I ZA4l A B C
| EAs‘ it i ‘%Af" 10 O O
2o Additional heating phase (see Note)
Bi Hose sensor leads Bi
C = 20 O O
C B2 Hose sensor leads ¢ B2
e B3 Applicator sensor leads ¢ 83‘ 30 O O
B Applicator sensor leads B o0 0
B5  Sensorleads(seeNote) | ~BS 4
= =
(—] Sensor leads (see Note) c 50 O O
(;gpmmmmmﬁas— L=
¢ C3 Solenoid leads/switch leads | ~C3i E/
I ¢ C4! Switch leads/solenoid leads (see Note) \ EC4\ ® \y
S5 witch | lenoid | N S5 ]
C PE Ground PE
Melter end N N Hose end

M-style hose cordset extension cable wiring diagram

Note: A5, B5, C1, C4, and C5 are not used in some systems (such as ATS systems). C2,C3, C4, and C5 are not used

with Harmony applicators.
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Technical Data - T-Style Cordsets

Electrical Specifications

Refer to the identification plate on the applicator for voltage and wattage
information. For the location of the identification plate on your applicator,
refer to your applicator-specific documentation for details regarding your
applicator.

Wiring diagrams

These wiring diagrams are provided for your reference as needed during
troubleshooting activities. Refer to your applicator-specific documentation for
details regarding your applicator.

Heating Cordset Pin Positions — T-Style Ni120-Based

HEATER

HEATER
RTD
RTD

GROUND

Fig49 T-style Ni120-based low-power pin positions

HEATER

HEATER
RTD
RTD

=/ GROUND

Fig50 T-style Ni120-based high-power pin positions
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Splitter Cables - T-Style Ni120-Based Cordsets

Q) HOSE/APPLICATOR HEATER HOSE HEATER | (¢
© HOSE/APPLICATOR HEATER HOSE HEATER | ()
(3) HOSERTD HOSE RTD O
©) HOSE/APPLICATOR RTD HOSERTD (5
(9 GROUND | /=
GROUND A -
@ GROUND
GROUND B GROUND [/
" HOSE RTD 7
HOSE RTD
1@ ‘ (8)
@ HOSE HEATER HOSE HEATER | ()
\ HOSERTD | ()
(6 ) HOSE HEATER HOSE HEATER | ()

Fig51 T-style low-power splitter cable (two-hose heating cordsets) wiring diagram
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Splitter Cables — T-Style Ni120-Based Cordsets (contd)

HIGH POWER APP. HEATER

APPLICATOR RTD
APPLICATOR RTD

HIGH POWER APP. HEATER

APPLICATOR RTD

OO

©,
@ GROUND
@ HOSE HEATER
IGH POWER APP. HEATER
@ HOSE/APPLICATOR RTD ~_
@ HOSE HEATER \\
HOSE HEATER
@ GROUND ~_ @
. HOSE RTD
@ HOSE RTD @
HOSE HEATER
@ HIGH POWER APP. HEATE @
GROUND @
HOSE RTD @

Fig52 T-style splitter cable for a high-power applicator cordset and a hose cordset
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Splitter Cables — T-Style Ni120-Based Cordsets (contd)

I

APPLICATOR HEATER
LC. - ®
N APPLICATOR RTD
©), — ®)
@ APPLICATOR RTD @
@ APPLICATOR HEATER GROUND %
@ APPLICATOR RTD APPLICATOR HEATER @
@ HOSE/APPLICATOR HEATER
© HOSE/APPLICATOR RTD —— ~__ APPLICATOR HEATER @
@ HOSE/APPLICATOR HEATER o — APPLICATOR RTD @
T
1| GROUND T APPLICATORHEATER @
@ HOSE/APPLICATOR RTD GROUND |
@ APPLICATOR HEATER \ APPLICATOR RTD @

Fig53 T-style low-power splitter cable (two heating cordsets) wiring diagram
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Splitter Cables — T-Style Ni120-Based Cordsets (contd)

APPLICATOR HEATER
APPLICATOR RTD

APPLICATOR HEATE

——— ——  _APPLICATORRTD
GROUND

APPLICATOR RTD

APPLICATOR HEATER
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—————— APPLICATOR HEATER

HOSE/APPLICATOR HEATE

/\ APPLICATOR RTD
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—— = APPLICATORHEATER |
- APPLICATOR HEATER
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GROUND
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APPLICATOR RTD
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Fig54 T-style low-power splitter cable (two applicator extension cables) wiring diagram
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Extension Cables - T-Style Ni120-Based Cordsets

S
| IR sl
APPLICATOR HEATER
APPLICATOR HEATER
APPLICATOR RTD
HOSE HEATER

HOSE/APPLICATOR RTD
HOSE HEATER

GROUND

HOSE RTD

HIGH POWER APPLICATOR HEATER

SISIBICIOICIOIOIOIOIONS,

Fig55 T-style hose cordset extension cable wiring diagram

i

APPLICATOR HEATER APPLICATOR HEATER
APPLICATOR HEATER
APPLICATOR HEATER
APPLICATOR RTD
APPLICATOR RTD
APPLICATOR RTD
GROUND
HOSE/APPLICATOR RTD
GROUND

BIBIGIGIBICIOIBISIOINIS)

Fig56 T-style low-power applicator cordset extension cable wiring diagram

© 2024 Nordson Corporation

P/N 7593243_08



62

Extension Cables — T-Style Ni120-Based Cordsets (contd)

HIGH POWER APP. HEATER

APPLICATOR RTD

HOSE/APPLICATOR RTD

GROUND

HIGH POWER APP. HEATER

BIBOIGIOICIOICICIONIS

HIGH POWER APP. HEATER
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APPLICATOR RTD
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GROUND

Fig57 T-style high-power applicator cordset extension cable wiring diagram
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Optional Accessories

To optimize the performance of your system, Nordson Corporation

recommends these optional accessories.

Pressure Regulators/Gauges

Fig58 Pressure regulator/gauge assembly parts

Item Part Description Quantity Note
- 1020683 PRESSURE REGULATOR/GAUGE ASSEMBLY, 0-15 PSIG AR
- 1020684 PRESSURE REGULATOR/GAUGE ASSEMBLY, 0-30 PSIG AR
- 1020748 PRESSURE REGULATOR/GAUGE ASSEMBLY, 0-50 PSIG AR

------ « REGULATOR, PRESSURE

------ * GAUGE, PRESSURE

------ e BUSHING, PIPE, HYDRAULIC, 1/2 X 1/8 IN

4 | e * NIPPLE, STEEL, SCHEDULE 40, 1/8 IN, 1.51. LONG

W N =

—_ s A A

AR: As Required
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Insulating Jackets

To order an insulating jacket for your specific applicator configuration,

contact you Nordson representative.

Insulating jacket

Insulating jacket

Fig59

© 2024 Nordson Corporation
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Recommended General Spare Parts and Supplies

The following tables provide part numbers for commonly used spare parts
and supplies. A recommended stocking quantity is provided in the Quantity
column of the recommended spare parts table, but you should base your
parts-stocking decisions on your specific operational needs. The quantity of
each item you stock will vary depending on the number of hours you operate
each day, the size and number of applicators you have, and the number of

control modules installed on each applicator.

Recommended General Spare Parts

Item Part Description Quantity
Control modules | See Note A | Replacement control modules 1
See Note B | Control module mounting screws, O-rings, and other applicable AR
spare parts and tools
Filter See Note A | Replacement filter assemblies 1
¢ Replacement filter screens 1
¢ Replacement filter O-rings 6
Nozzles See Note A | Replacement nozzles 2
901915 Kit, nozzle cleaning, small orifice 1
231100 Kit, nozzle cleaning, large orifice 1
Solenoid valves | See Note A | Replacement solenoid valve assemblies 1
Electrical system | See Note A | Replacement adhesive manifold cordset assemblies 1
See Note A | Replacement heated air manifold cordset assemblies 1
See Note A | Replacement heating cartridges for adhesive and heated air 2
manifolds
See Note A | Replacement sensors for adhesive and heated air manifolds 2
139671 Tool, pin crimping 1
100586 Tool, pin extraction 1

NOTE A: Refer to the applicator-specific reference drawings to determine the part number for this item.

B: Refer to Recommended Spare Parts and Supplies on pages 28, 29 and 30.

AR: As Required
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Recommended General Supplies

Part Description Note
394769 Grease, high-temperature, GLS 595/N2, can, 10 g (for the High-temperature grease to
controlmodule mounting screws and O-rings) beapplied to O-rings and threads
NOTE: The grease should not be
783959 Grease, high-temperature, GLS 595/N2, tube, 250 g (for the mixed with other lubricants.
controlmodule mounting screws and O-rings) Oily/greasy parts must be cleaned
before application.
7334104 | Nordson Cleaner C NF 4 spray bottles, 0.5 | each Cleaning agent for external
7334088 | Nordson Cleaner C odorless 4 spray bottles, 0.5 | each cleaning.
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