FCPTZ4() | FCPTTHREE-PHASE SWITCHED-MODE POWER SUPPLY UNITS SPOLYLUX

Three-phase power supplies with DIN rail mounting and overvoltage, overload and short-circuit protection.

Technical characteristics

Rating 40 Adc
Input voltage 360 - 440 Vac
Output voltage 24 Vdc
Frequency 47 - 63 Hz
Protection degree IP-20
________ Ambient temperature 450C
24VDC & I . .
gLV Mounting DIN Rail
FCPT40 Standards EISISSSOOH, EN55022, EN61000, EN 60950, UL
SER 2ot e e L e Weight 13 kg

CETY  I04sovac Timeg PHASE
50-60Hz 4.0 Max.
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Dimensions (AXBXCXDXE): 156x110x110 mm
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FCPTZ4() | FCPTTHREE-PHASE SWITCHED-MODE POWER SUPPLY UNITS SPOLYLUX

Three-phase power supplies with DIN rail mounting and overvoltage, overload and short-circuit protection.

Features

Compact and functional design.
Cost effective and easy to connect.
Protection against:

¢ QOvervoltage
e Short circuit

Input three-phase voltage 360-440V
Stabilized output voltage, output voltage regulation #10%

Applications

e FCPT power supplies are designed for all those applications that need a DC power supply at low voltage.

Available accessories
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