
POLYLUX, S.L. Avda. de Roma 18-26, 08290 Cerdanyola del Vallès (Barcelona) · Phone +34 93 692 65 65 · polylux@polylux.com

FCP10 | FCP SINGLE-PHASE SWITCHED-MODE POWER SUPPLY UNITS 24Vdc

Single-phase DIN-rail mounted switch-mode power supplies with overvoltage, overload and short-circuit protection.

Technical characteristics
Rating 10 Adc

Input voltage 100 - 240 Vac

Output voltage 24 Vdc

Frequency 47 - 63 Hz

Protection degree IP-20

Ambient temperature 45 ºC

Mounting DIN Rail

Standards EN550011, EN55022, EN61000, EN 60950, UL
508

Weight 1,1 kg

Dimensions

Dimensions (AxBxCxDxE): 100x121x110 mm
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FCP10 | FCP SINGLE-PHASE SWITCHED-MODE POWER SUPPLY UNITS 24Vdc

Single-phase DIN-rail mounted switch-mode power supplies with overvoltage, overload and short-circuit protection.

Features

Compact and functional design.
Cost effective and easy to connect.
Protection against:

Overvoltage
Short circuit

Input voltage 100-240V
Stabilized output voltage, output voltage regulation -15% + 10%

Applications

FCP power supplies are designed for all those applications that need a DC power supply at low voltage.

Available accessories
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