CONNECTING WONDERFUL LIFE WITH OPTIC-ELECTRIC NETWORK

10G SFP+ LR/ ER

Product Features

B Hot—pluggable SFP+ form factor

Up to 11.3Gbps data rate

Support CPRI wireless data

Duplex LC receptacle

Maximum link length of 2km / 10km / 20km / 40km on SMF
Aligned with IEEE 802.3ae

Single 3.3V power supply
Power consumption < 1.2W

1310nm FP laser for 2km and DFB laser for 10km / 20km / 40km
PIN receiver for 2km / 10km / 20km / 40km

Case temperature range: 0~70C or —40~85C

RoHS compliance

Applications

B 10GBASE Ethernet
B CPR
B 10G Fiber Channel

Power
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Part Number LD Type Po (dBm) (dBm)

(Gbps)

ZMKP—131FRNI | 10.3125 P =8.2~+0.5 PIN -14.4 0~70 /-40~85 1.4/2 1
ZMKP-131LRNx | 10.3125 DFB =8,2=+0.5 PIN -14.4 0~70 /-40~85 10 1
ZMKP-131L1Nx | 10.3125 DFB —9.2~%3 PIN -14.4 0~70 /-40~85 20 1

Z/MKP-131ERNx| 10.3125 DFB +1~+7.5 PIN =15 0~70 /-40~85 40 1




